
□FEATURES

・　LED fiber light source for high-power lenses and high-speed cameras

・　Long life, low heat generation, and low power consumption

・　Possible to separate arrangement (LED unit and power supply separately)

・  Compact size

□SPECIFICATION

【ＬＥＤ BOX FOR FIBER CONNECTION】 【POWER SUPPLY】

※1　Standard light guide　L＝500mm

□ Light Guide

【Surface emitting type】

MODEL MPS32W

Channel 1 ch

Input Voltage DC24V

Serial control Remote control

Input current 1.5A
Power consumption（typ.） 32W

6,500K
Color rendering（typ.） Ra70 Drive system Current drive 

【 Spot type】 【 Ring type】 【Line type】

MYUTRON Inc.

NEW

Input current 1260mA

LED COLOR White

MODEL MYLB-1

FAN Motor DC24V　1.2W

Illuminance　※1 1,620,000lx up
Color temperature（typ.）

3-31-14 Nishikoiwa, Edogawa-ku,

Tokyo, 133-0057, Japan

TEL：+81-3-5612-1884

E-mail:opt@myutron.com
https://www.myutron.com/en/

【MYLB-1／MPS32W】
2x brightness of 150W halogen lamp light sources

https://www.myutron.com/en/
https://www.myutron.com/en/
https://www.myutron.com/en/
https://www.myutron.com/en/
https://www.myutron.com/en/
https://www.myutron.com/en/
https://www.myutron.com/en/
https://www.myutron.com/en/
https://www.myutron.com/en/

